
LED DOWNLIGHT
LIGHTING FIXTURES 



Project Name

Date Type

Ardenlux Enterprises Inc. Mail: sales@ardenlux.com www.ardenlux.com

*Please contact your Ardenlux representative to order products that don’t have order codes listed here or any info required
*Due to continuing product improveme, Ardenlux reserves the right to change the specifications without notice.

Rated Power 

Input Volt.

Lumen Output

CCT Options

Dimming

Beam Angle

Standard Warranty 

Standard Lifetime

Mounting

Temperature Rating

Model

Ra>90, UGR<19 

2700k / 3500k / 4000k

0-10V, Triac

30 degrees 

5 Years

Designed minimum 50,000 hours 

Suspended / Surface  Mount

Designed to operate in temperature 45°C and 
below room side and plenum side. 

RA & UGR

Safety

Dimension

ETL & CETL certified 

Φ5-5/8”*H6-3/8”

Dimension:

Master series
LED Downlight

2700 lumens

30W 

30-Watt

990 lumens

11w

11-Watt

100-277Vac

1800 lumens

21W 

21-Watt

Feed cable: 2ft (standard) / Custom 

Aircraft cable: 2ft (standard) / Custom 

Ceiling cup size:5.51"(140mm)

Application reference

30D
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